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KY-25U/C-A
PORTABLE AIR CONDITIONER
	Feature Facts:


	Function
	Cooling

	Power source(PH-Hz-V)
	~115V 60Hz

	Capacity (Btu/h)
	9000

	Power input (W)
	1100

	Current (A)
	9.5

	Air volume : Front side  ( m3/h)
	250

	Air volume : Rear side   ( m3/h)
	

	Dehumidifying capacity(L/h)
	1.2

	Dehumidifying capacity(US pint)
	2.53

	C.O.P
	8.2

	Upper fan speed ( r/min)
	1350

	Power output (W)
	40

	Fan capacitor  (μF)
	3

	Upper fan type-pcs
	Centrifugal fan –1

	Upper fan diameter length(Inch-Inch)
	Φ6.5 x 3.4

	Evaporator
	Aluminum fin-copper tube

	Rows-distance
	2-1.6

	Working area(sq.ft )
	0.78

	Swing motor
	MP28GA

	Power-speed(W-r/min)
	8-4

	Control type
	Manual/remote control

	Fuse A
	3.15/0.2

	Working capacitor(μF)
	0.01

	Condenser
	Aluminum fin-copper tube

	Row-fin distance
	2/1.6

	Working area(Sq.f)
	1.3

	Compressor
	Sealed rotated type

	Model
	2R13S126A6L

	Power (W)
	830

	Protect device
	MRA98706

	Start method
	P.C.S

	Current (A)
	7.45

	Working temp.
	Discharge temp.≤239ºF

	Compressor capacitor (μF)
	40

	Lower fan speed (r/min)
	850

	Power output
	23

	Working capacitor
	3

	Lower fan type-pcs
	Centrifugal fan –1

	Lower fan diameter-length(Inch-inch)
	Φ7.7 x3.3

	Throttling method
	Capillary

	Noise dB(A)
	52

	Dimensions :  Width (inch)
	15.7

	Dimensions :  Depth (inch)
	14.6

	Dimensions :  Height (inch)
	30.7

	Net weight (Lbs)
	66

	Refrigerant
	R22

	Refrigerant charge (Oz)
	15.8









































